TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTES:

A TWO-LANE, TWO-WAY ROADWAY IS A ROADWAY
CONSISTING OF TWO LANES THAT PROVIDES A

SINGLE LANE IN EACH DIRECTION FOR TRAFFIC. @
TRAFFIC IS SEPARATED BY A CENTER LINE AS
DEFINED IN THE MANUAL ON UNIFORM TRAFIC
CONTROL DEVICES.

A MULTI-LANE UNDIVIDED HIGHWAY IS A

TWO-WAY HIGHWAY HAVING THREE OR MORE
LANES AND TYPICALLY PROVIDES AT LEAST

TWO LANES IN EACH DIRECTION FOR
TRAFFIC. TRAFFIC IS SEPARATED BY A

CENTER LINE AS DEFINED BY THE MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES.

A DIVIDED UNCONTROLLED HIGHWAY IS A
HIGHWAY CONSISTING OF TWO ROADWAYS,
WITH TRAFFIC IN ONE DIRECTION OF TRAVEL
SEPARATED BY A MEDIAN OR BARRIER FROM
TRAFFIC IN THE OPPOSITE DIRECTION, AND
HAVING AT-GRADE ACCESS TO ADJOINING

ROADS OR DRIVEWAYS,

AN EXPRESSWAY IS A HIGH-SPEED DIVIDED

HIGHWAY FOR THROUGH TRAFFIC
WITH FULL OR PARTIAL CONTROL OF
ACCESS AND GRADE SEPARATIONS AT
MAJOR INTERSECTIONS.

A FREEWAY IS AN EXPRESSWAY WITH
FULL CONTROL OF ACCESS.
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